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SAFETY DATA SHEET or @



1.    IDENTIFICATION OF PREPARATION AND THE SUPPLIER

	Trade Name ……………...
	PROSAN PLUS

	Supplier ……………….….
	Proton Southern Ltd, West Quay Road, Southampton, SO15  1GZ

	
	Tel:   023  8063  2766
	Fax:   023  8031  5999

	
	

	2.    INFORMATION ON INGREDIENTS

	Product Description ……...
	Caustic Chlorinated Detergent Sanitiser

	Hazardous Ingredients
	

	
	Materials or Component
	% Range
	Risk Phrases

	
	Sodium Hydroxide
	6.5%w/w
	C; R35

	
	Sodium Hypochlorite Solution
	2.5%av. Cl
	C; R34 R31

	
	
	
	

	
	

	3.    HAZARDS IDENTIFICATION

	Corrosive, Causes severe  burns.  Contact with acids liberates toxic gas (chlorine).

	
	

	4.    FIRST AID MEASURES

	Eyes ………………………….
	Immediately flood with copious quantities of water for at least 30 minutes, holding the eye open as necessary.  Obtain medical attention

	Skin …………………………..
	Immediately flush with plenty of water.  Remove contaminated clothing while washing proceeds.  Obtain medical attention if irritation persists or if blistering occurs

	Ingestion …………………….
	Wash out mouth with water.  Give plenty of water to drink.  Do not induce vomiting.  Obtain medical attention immediately

	Inhalation ……………………
	Remove from exposure.  Keep warm and at rest.  If there is respiratory distress give oxygen. If respiration stops or shows signs of failing, apply artificial respiration.  Obtain medical attention urgently

	
	

	5.    FIRE FIGHTING MEASURES

	Extinguishing Media ………..
	Non-combustible.  Fight fires in vicinity of product with water spray, CO2 or foam

	Protective Equipment  ……..

for Fire Fighting
	Wear self contained breathing apparatus, protective clothing, rubber or PVC gloves and eye/face protection

	
	

	6.    ACCIDENTAL RELEASE MEASURES

	Personal Protection ………..
	Wear full protective equipment.  See personal protection/exposure controls (section 8).

	Environmental Precautions ..
	If spillage or contaminated washings cause contamination of water courses, drains or vegetation inform relevant authorities

	Spillages …………………….
	Small spillages - Dilute carefully with water.  Large spillages - Absorb in earth or sand. Place into containers and dispose of using licensed waste disposal contractors. Wash down with water. Collect and treat all water used in clean up.

	
	

	7.    HANDLING AND STORAGE

	Handling ……………………..
	Wear full protective clothing.  Provide adequate ventilation.  Do not breath mist or fumes.  Do not mix with other cleaning agents.  Avoid contact with skin, eyes and clothing

	Storage ………………………
	Store in original containers in a cool well ventilated area away from direct sunlight

	
	

	8.    PERSONAL PROTECTION / EXPOSURE CONTROLS

	Respiratory Protection ……..
	Breathing apparatus where fumes are a problem

	Hand Protection …………….
	PVC gloves

	Eye Protection ………………
	Wear close fitting goggles or full face shield

	Skin Protection ……………..
	PVC suit, PVC or rubber footwear

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	Work Place Exposure Limits

	
	8 Hour Limit
	15 Minute Limit
	Notes

	Hazardous Ingredients
	ppm
	mg / m3
	ppm
	mg / m3
	

	Sodium Hydroxide
	-
	-
	-
	2
	EH 40/2005

	Chlorine
	0.5
	1.5
	1
	2.9
	

	
	

	9.    PHYSICAL / CHEMICAL PROPERTIES

	Appearance …………………
	Purple, mobile liquid.

	Odour ………………………..
	Slight, characteristic chlorine odour

	Solubility …………………….
	Completely soluble in water

	Boiling Point ………………...
	>1000C

	Specific Gravity ……………..
	1.10 @ 200C

	pH of 1% solution …………..
	Above 11

	Flash Point ………………….
	Non-flammable aqueous solution

	
	

	10.    STABILITY AND REACTIVITY

	Conditions to avoid …………
	Heat and strong sunlight

	Materials to avoid …………..
	Acids, ammonium salts, methanol, hydrocarbons, copper, nickel, iron and aluminium. Exothermic reaction on dilution with water

	Hazardous Decomposition ..
	Will decompose forming sodium chloride and sodium chlorate liberating oxygen and toxic chlorine gas

	
	

	11.    TOXICOLOGICAL INFORMATION

	Eye Contact …………………
	Highly corrosive, possible formation of corneal ulcers and sight impairment

	Skin Contact ………………..
	Severe irritation and burns

	Ingestion …………………….
	Severe irritation and corrosion of the mouth and digestive tract

	Inhalation ……………………
	Exposure to mist or spray causes irritation of the nose, throat and respiratory tract

	
	

	12.    ECOLOGICAL INFORMATION

	Concentrations greater than 10ppm NaOH or a pH above 10.5 may be fatal to fish and other aquatic organisms.  Can cause damage to aquatic plants.  Can cause damage to vegetation.  High pH can cause damage to effluent treatment bacteria.

	
	

	13.    DISPOSAL CONSIDERATIONS

	For small spillages flush to drain with copious quantities of water.  For large spillages contain with sand or earth and consult local authority or national legislation before disposal.  Do not neutralise with strong acids.

	
	

	14.    TRANSPORT INFORMATION

	Classification for Transport ..
	Class 8 Corrosive Substance

	UN Number …………………
	3266

	UN Packing Group …………
	II

	UN Proper Shipping Name ..
	Corrosive liquid, Basic, Inorganic, NOS*

	
	

	15.    REGULATORY INFORMATION

	EC Classification …………...
	C; R35

	EC Number ………………….
	

	Risk Phrases ………………..
	R35, Causes burns

	
	R31 Contact with acids liberates toxic gas.

	
	
	

	Safety Phrases ……………..
	S1/2
	Keep locked up and out of reach of children

	
	S26
	In case of contact with eyes, rinse immediately with plenty of water and seek medical advice

	
	S37/39
	Wear suitable gloves and eye/face protection.

	
	S45
	In case of accident or if you feel unwell seek medical advice immediately (show label where possible)

	
	
	

	16.    OTHER INFORMATION

	The information given in this data sheet is given in good faith and to the best of our knowledge but no guarantee, implied or otherwise is made


�
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